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NEW 

Item No. Description Min/Max Tire Dia.    Tube Dia.  Weight 

31431   T131 Utility Tire Air Powered Bead Expander 10”-22” (25-60 cm) 2-1/4” (6 cm) 2 lbs ( kg) 

31433 T133 Air Powered Bead Expander 22”-32” (61-81 cm) 3/4” (2 cm) .75 lbs (.3 kg) 

31432   T132 Air Powered Bead Expander 24”-34” (61-86 cm)    2-1/4” (6 cm) 2.8 lbs (1.2 kg)  

NEW 

KT010913-EB 

Seats Beads On Hard-To-Seat Tubeless Utility Tires 

31431—T131 Tubeless Utility Tire  
Air Powered Bead Expander 

 
 Expands tubeless tire beads by  

compressing tread to seat beads 
 Fits 10”-22” diameter tires 
 Withstands contact with oil, grease, 

solvents, and acids 
 Internal safety relief valve to avoid 

over inflation 
 External pressure release valve for 

quick deflation 
 For use with shop air up to 150-psi 
 Weight: 2.0 lbs 
 Proudly Made in USA 

Ken-Tool also has Expanders to fit most other tubeless bias ply tires. A pliable neoprene rubber tube is 
encased in a tough, long-lasting nylon cover. Expanders slip easily over the tire and withstand contact 
with oil, grease, solvents, and acids. Expands beads by compressing tread to seat even stubborn beads. 
T132 for belted bias ply tires, includes over-pressure release valve. T133 for standard bias ply tires. 


