Twist Sockets & Twist Socket Sets

Twist sockets are specifically designed to easily remove damaged, rounded or corroded nuts, wheel
lugs, bolts, pipes, pipe nipples or studs. Simply place the socket so it barely catches the head of the
fastener and turn with an air ratchet, hand ratchet, or breaker bar. The unique spiral fluting bites onto
the damaged fastener and won’t let go. Designed for general automotive applications.

Five Piece Deep Twist Socket Set
Socket sizes:

30116-02 19mm, 3/4" socket
30116-04 13/16" socket
30116-05 7/8" socket
30116-07 15/16" socket
30116-08 1" socket

Five Piece Twist Socket Set with Punch
Socket sizes:

30118-03 19mm, 3/4" socket
30118-04 13/16" socket
30118-05 7/8" socket
30118-06 15/16" socket
30118-07 1" socket
30170-80 Punch

Model EDP No.  Description Drive Weight

30116 30116 5 Pc. Set w/Organizer Bar 172" 2.51bs (1.1 kg) Model EDP No.  Description Drive Weight
@ 30118 30118 5 Pc. Set w/Plastic Case 1/2" 2 Ibs (.9 kg)

Eight Piece Twist Socket Set Nine Piece Twist Socket Set with Punch

Socket sizes:

30117-06 6mm socket
30117-08 8mm socket
30117-10  10mm socket
30117-12  12mm socket
30117-13 13mm socket

Model EDP No.

Socket sizes:

30106-05 10mm socket 30106-25 17mm socket
30106-07 7/16", 11mm socket  30106-27 3/4", 19mm socket
30106-11 12mm socket 30170-80 Punch
30106-13 13mm socket

30106-15 14mm socket

30106-19 15mm socket

30106-21 5/8", 16mm socket

30117-14 14mm socket
30117-15 15mm socket
30117-17 17mm socket

Description Drive Weight

@ 30117 30117 8 Pc. Set w/Organizer Bar 1/4" .9 1bs (.4 kg)
Model EDP No.  Description Drive  Weight
i . i @ 30107 30107 9 Pc. Set w/Plastic Case 3/8” 1.5 Ibs (.7 kg)
Nine Piece Twist Socket Set ] ] ] ]
Socket sizes: Thirteen Piece Twist Socket Set with Punch
30106-05 10mm socket Socket sizes: "
106-23 11/1 ket
30106-07 716", 11mm socket 30106-01 3/8" socket 30106-23  11/16" socke
30106-25 17mm socket
30106-11 12mm socket 30106-05 10mm socket '
30106-27  3/4", 19mm socket
30106-13 13mm socket 30106-07 7/16", 11mm socket 30170-80 Punch
30106-15 14mm socket 30106-09 1/2" socket
30106-19 15mm socket 30106-25 17mm socket 30106-11 12mm socket
30106-21 5/8", 16mm socket 30106-27 3/4", 19mm socket 30106-13 13mm socket
— - - 30106-15 14mm socket
Model EDP No.  Description Drive  Weight 30106-17 9/16" socket

@D 30109 30109 9 Pc. Set w/Organizer Bar 3/8"  2.8Ibs (1.2 kg)

30106-19 15mm socket
30106-21 5/8", 16mm socket

Thirteen Piece Twist Socket Set

Socket sizes:

30106-01 3/8" socket
30106-05 10mm socket
30106-07 7/16", 11mm socket
30106-09 1/2" socket
30106-11 12mm socket
30106-13 13mm socket
30106-15 14mm socket

Model EDP No.
@ 30106 30106

Description Drive Weight
13 Pc. Set w/Plastic Case 3/8" 1.91bs (.9 kg)

Individual Twist Sockets - Fluted

30106-19 15mm socket :
30106-21 5/8', 16mm socket 30152 30153

30106-23 11/16" socket Model  EDP No.  Socket Sizes Fluted  Weight
30106-25 17mm socket

i H @ 30151 30151 /4, 19mm & 13746’ 2imm 12 Z1bs (18 kg)
8010617 9/16" socket 30106-27 3/4', 19mm socket @ 30152° 30152 /4 19mm & 13/46’, 2imm 6 Z1bs (18 kg)
Model EDP No.  Description Drive  Weight @ 30153 30153 7/8" x1" 12 A4 1bs (.18 kg)

@D 30108 30108 13 Pc. Set w/Organizer Bar 38 1.61bs (7 ko) @ 30154 30154 78X 1" 6 41bs (18 kg)

*Includes punch pin

You may also be imerested in:

Ten Piece Slim Twist Socket Set with External Hex NO-MAR RIM GUARD

Quickly removes damaged or rounded nuts, bolts, studs, and socket
head cap screws in tight quarters. The through hole design allows

them to also be used on long studs. Fits SAE sizes 3/8" to 3/4" and
metric sizes from 9mm up to 19mm. Used where standard twist sockets
will not fit. Can be used with an open-end wrench, or with a socket.
Socket sizes:

30270-01 9mm ; ext. hex 5/8" socket
30270-02 10mm, 3/8"; ext. hex 5/8" socket
30270-03 11mm, 7/16"; ext. hex 11/16" socket
30270-04 12mm ; ext. hex 3/4" socket
30270-05 13mm, 1/2"; ext. hex 3/4" socket
30270-06 14mm, 9/16"; ext. hex 13/16" socket
30270-07 15mm ; ext. hex 7/8" socket

Protective plastic cover prevents damage
to chrome and aluminum rims and wheels
when removing or replacing lug nuts.
Imprinted with torque sequence number
for proper torquing of disc wheels.

N 5

30270-08 16mm, 5/8"; ext. hex 15/16" socket

Model  EDP No. Description

Drive  Weight

3027009 17mm. 1176 ext. hex 1" socket QP 30270 30270

10 Pc. Set w/Organizer Bar ~ 3/8"

11b (5 ko) Model  EDPNo.  Weight

30270-10 19mm, 3/4": ext. hex 1-1/16" socket @D 30271 30271

10 Pc. Set w/Plastic Case 3/8"

11b (.5 kg) 30605 30605 .5 1bs (.2 kg)
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