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Attach to any power driven tool 
(pneumatic, electric or battery) 

capable of accepting a ½” square drive.

Maximum Rotation: 4000 rpm.

is designed to quickly clean the lug 
stud and mating surfaces of truck 
wheel components, ensuring proper 
torque can be applied and proper 
clamping force is achieved.

PATENT PENDING

Always wear personal protection while 
operating tool.

Safety 
Glasses

Ear 
Protection

Work 
Gloves

OPERATION

WARNING



Align large diameter slots on Cleaning 
Head, with head of Retaining Bolts.

STEP 1

STEP 2

PN  
30268

PN 30269 PN AT-005 

PN  
AT-004

STEP 2
Push replacement brush into the main 
tool body.

STEP 3
Align ends of the 
brush with the 
anti-rotate 
pin.

Rotate clockwise after contacting 
bottom of Cleaning Head with face 
of body.

STEP 3 
Align, push 
down, 
and rotate 
clockwise 
to lock.

Cleaning Head 
Attachment

Inner Cleaning Brush 
Attachment

Brush 
Removal

PART NUMBER DESCRIPTION

30267 Rust Rhino

30268 Cleaning Head

30269 Interior Brush

AT-004 Retaining Bolt

AT-005 Anti-Rotate Pin

VERSION 1 12-01-19

STEP 1 
Curl replace-
ment inner 
cleaning 
brush to 
form a tube.

SCREWDRIVER OR 
NEEDLE NOSE PRY SLOT


