
ALIGNS BEADS 
CONCENTRICALLY 

ON WHEEL
FOR IMPROVED 
RIDE & LONGER 

TIRE LIFE.

EasyLift™ Bead Seating Stand
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SEE OUR VIDEO DEMOS

EASY OPERATION WITH LESS BACK STRAIN:

1.	 With hub facing out, simply roll mounted tire 
and wheel assembly to front of stand

2.	 Push assembly onto crown – tire and wheel 
will automatically fall onto center of stand 
and rest with bead centered on bottom 
wheel flange

3.	 Seat beads by inflating tire to 4-psi (max.)

4.	 Step around stand and easily lift assembly 
into vertical position

5.	 Roll assembly into tire inflation safety cage 
for final inflation

EASY-LIFT™

Model No. Item No. Description Weight

T116 36016 Standard Crown for 8-3/4” diameter hubs 36 lbs (16.4 kg)

T117 36017 Large Crown for 11” Euro hubs 37 lbs (16.8 kg)

BEAD SEATING STAND
24” height x 26” width x 27” length

Safety First!   
For the handling of 22.5” tubeless tire & wheel assemblies.  Portable for field service, or 
can be bolted to the floor. Made of high grade steel. PATENTED.

ERGONOMIC DESIGN 
REDUCES BACK 

STRAIN


