
THE 5 MOST COMMON AXLE 
NUT SIZES FOR FORD, DODGE, 
TOYOTA AND GM VEHICLES!
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AXLE 
NUT 
SOCKETS

5 PIECE SOCKET SET 
PN 30415

6 and 8 point designs have tight tolerances that grip axle nuts firmly 
to resist rounding out. The 3/4” drive is designed to be used with 
torque wrenches and hand tools. Each socket is made from cold 
pressed tool steel with a black e-coat surface to protect against 
corrosion and wear. Set ships in poly bags individually in a standard 
carton. Also available in individual sizes.

Set Weight: 16 lbs (7.2 kg)

STAMPED SIZES ARE 
EASY TO READ

Item No. Description Weight

30410 3.25”  8 pt. Axle Nut Socket 2.7 lbs (1.2 kg)

30411 3.5”  6 pt. Axle Nut Socket 2.95 lbs (1.3 kg)

30412 3.75”  8 pt. Axle Nut Socket 3.15 lbs (1.4 kg)

30413 4”  6 pt. Axle Nut Socket 3.35 lbs (1.5 kg)

30414 4.375”  8 pt. Axle Nut Socket 3.5 lbs (1.5 kg)

30415 5 Piece Axle Nut Socket Set* 
Set includes: 30410, 30411, 
30412, 30413, 30414

16 lbs (7.2 kg)
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