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WRENCH SUPPORT STAND 
PN 32610

EXTRA LEVERAGE 1-1/2” LUG NUT WRENCH 
PN 34420

TR10 HEAVY-DUTY TRUCK WRENCH  
PN 34401

 Wrench 
Support Stand

TRUCK WRENCH HANDLE
Heat-treated for strength and durability. Fits 
all Ken-Tool Double-end 
truck wrenches

DOUBLE-END TRUCK WRENCHES
Use on trucks, buses, farm, and off-road vehicles. Great for 
on-the-road service. Sizes available for all SAE and metric lug 
nuts. All wrenches are forged from 1” alloy steel for long lasting 
strength. Length: 16” (41 cm). Use TR5 truck wrench handle. 

Use for off-the-road Budd-type wheels. Use TR11 handle.  Long length provides extra leverage.  
Stock: 1-1/4” (3.1 cm), Length: 29-1/2” (75 cm),  Socket Size: 1-3/4” Hex & 15/16” sq.  

Commercial-duty stand used to support a double-end truck wrench, a 
4-way lug wrench, or a torque wrench, when removing or replacing lug nuts. 
Adjusts from 14-1/2” to 22-1/2” high. Rated to 300 pounds.  
Weight: 5.5 lbs (2.5 kg)

Model Item No. Length Stock Weight

TR5 32318 22” (56 cm) 3/4” Hex 3 lbs (1.4 kg)

TR11 34402 30” (76 cm) 1” Round 6.7 lbs (3 kg)

TR5A 32319 30” (76 cm) 3/4” Hex 4 lbs (1.8 kg)

Length Socket Size Weight

25.5” (64.7 cm) 1.5” Hex (3.8 cm) 14 lbs (6.4 kg)

44” Extended (111.7 cm) 1.24” Depth (3.1 cm)

Model Item No. Socket Sizes Weight

SAE (SOCIEDAD DE INGENIEROS AUTOMOTRICES [SAE])

TR1 32501 1-1/8” with 13/16” Sq. x 1-1/2” 4.6 lbs (2 kg)

TR2 32502 1” with 5/8” Sq. x 1-1/4” 4.3 lbs (1.9 kg)

TR3 32503 7/8” x 1-1/16” 4.5 lbs (2 kg)

TR3A 32505 1-1/16” x 1-1/8” 4.5 lbs (2 kg)

TR3X* 32506 1-3/16” x 1-1/16”    1-3/4” Stud 
Depth 

4.6 lbs (2 kg)

TR98 32508 1-1/2” x 13/16” Sq. 4.5 lbs (2 kg)

TR9 32509 1-1/4” x 1-1/16” 4.4 lbs (2 kg)

Caterpillar and Bobcat equipment, and hub piloted wheels:

TR2A 32512 1” with 5/8” sq x 1-3/16” 4.5 lbs (2.0 kg)

METRIC (MÉTRICO • MÉTRIQUE)

TRM2 32552 24 mm x 33 mm 4.4 lbs (2 kg)

TRM3* 32553 27 mm x 30 mm    1-3/4” Stud 
Depth

4.6 lbs (2 kg) 

TRM6 32556 21 mm sq.  x 41 mm 4.5 lbs (2 kg)

TRM7* 32557 30 mm x 33 mm    1-3/4” Stud 
Depth

4.6 lbs (2 kg)

Metric inner and outer Budd nuts, and hub piloted wheels.

TRM6A 32559 33 mm with 21 mm sq x 41 mm 4.5 lbs (2 kg)

*Updated with longer stud clearance – 1-3/4” stud depth

SAE / METRIC

SAE inner and outer Budd nuts, and hub piloted wheels.

TR99 32519 33 mm with 13/16” sq x 1-1/2” 4.5 lbs (2 kg)

Break loose stubborn nuts. CAUTION: Not for tightening! Original Military 
Version. Provides up to 700 ft-lbs of torque!
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